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DRAIN

DRAIN

Remove and Replace
Asphalt - Alternative #2

Crack Seal & Slurry Seal
Alternative #1

Finish Grade Gravel &
New 3" Asphalt Pavement

Crack Seal & Slurry Seal

New Building

Alternative #1

Base Bid
Slurry Seal - ALt #1
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EXISTING DROP INLET DRAINS

SAWCUT EXISTING
 EDGE OF ASPHALT

0

Scale:

40 80
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NOTES:
1) GRADE TO EXISTING DROP INLETS.
2) ASPHALT PAVEMENT MUST 3" THICK.
3) SAW CUT EXISTING ASPHALT TO MEET NEW ASPHALT.
4) GRADE AND COMPACT GRAVEL TO 95% COMPACTION.
5) EXISTING GRAVEL IS 8" THICK. 
6) REMOVE GRAVEL AS NECESSARY AND USE ON SITE. 
7) MINIMUM 2% SLOPE OR MAXIMUM ACHIEVABLE SLOPE.
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19 PARKING SPOTS OF
EQUAL WIDTH.
-YELLOW LINES

7 PARKING SPOTS OF
EQUAL WIDTH

-YELLOW LINES
8 PARKING SPOTS OF
EQUAL WIDTH
-YELLOW LINES

5 PARKING SPOTS OF
EQUAL WIDTH

-YELLOW LINES

2 HANDICAP SPOTS WITH
UNLOADING ZONES INCLUDING

WORDS AND SYMBOLS
-BLUE LINES

MATCH EXISTING STRIPING
ON NEW ASPHALT
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NOTES:
1) MATCH EXISTING LINES IN FRONT LOT.
2) INCLUDE HANDICAP WORDS AND SYMBOLS IN LUMP SUM.
3) BACK LOT SHALL HAVE TEN LINES 45 FEET LONG.
4) ALL STRIPING SHOULD BE 4" WIDTH. 
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CRACK SEAL DETAIL

SLOPE VARIES
(GRADE TO DRAIN)

HOT MIX ASPHALT, 3" DEPTH

3
4" MINUS CRUSHED BASE COURSE, 5" DEPTH ALREADY INSTALLED

EXISTING GROUND

TYPICAL ASPHALT SECTION

(Not to Scale)

VARIES (SEE SITE PLAN FOR DIMENSIONS)

3
8"

1'

HOT-MIX ASPHALT

REMOVE CONCRETE
ADJUSTING RINGS
AS NECESSARY

COMPACTED BASE 
AND SUBGRADE

LOT SURFACING

DROP INLET DETAIL

NOTES:

1. ADJUST DROP INLET DOWNWARD BY REMOVING CONE AND
    BARREL SECTIONS AS NECESSARY.
2. FINAL DROP INLET ADJUSTMENTS SHALL BE MADE BEFORE 
    PAVING.
3. ALL JOINTS BETWEEN SECTIONS, CONES, AND RINGS SHALL 
    BE WATER-TIGHT.
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